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The information in this guide supplements the Solo 1200 Wireless User 
Guide or the Solo 9550 Wireless User Guide and provides examples of 
setting up and accessing an access point or peer-to-peer wireless network 
in Windows XP. 

Creating a wireless Ethernet network 

After you have turned on wireless Ethernet networks, you may want to 
create a new wireless Ethernet network. You can create either an access 
point or peer-to- peer wireless Ethernet network. 

Access Point 

An access point is a device that allows you to both join a wireless network 
and access a wired network at the same time. You can create an access 
point wireless network if you purchased an RG1000 or equivalent access 
point. The figure below shows an example of an access point network. 







S*^0 To create an access point wireless Ethernet network: 
1. Click Start, then select Control Panel. 
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2. Click Network and Internet Connections. The Network and Internet 
Connections window opens. 

3. Click Network Connections. The Network Connections window opens. 

4. Right-click Wireless Network Connection. 

5. Select View Available Wireless Networks. The Connect to Wireless 
Network dialog box opens. 



Connect to Wireless Network 



?IIX 



The following network(s) are available. To access a network select il 
tronn the list and (hen dick Connect 

Available networks: 




! us-e of e network 
network type 'he key, end Iher* 



"Q8CC£: 



Nel 3y: 

II you are having difficulty connecting to a network dick Advanced. 



Advanced. 



Conned! 



Cancel 



6. Select Advanced. The Wireless Network Connection Properties dialog 
box opens. 

7. Click the Wireless Networks tab. 
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Wireless Network Connection 3 Properties 



General Wireless Networks Authentication 



r?'x 



Use Wjndows (o configure my wireless network settings 

Available networks: 
Tc connect 1o an available network, click Conligu re. 



i ctvtnel 

I WaveLAN Network 



urp 



Refresh 



Preferred networks: 

Automatically conned to available networks in the order listed 
below: 






& JIMSDESK 




Move up 






6* 












Move down 






















Add... 




Remove 




Properties 
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.Advanced 



OK 



Cancel 



8. Click Add. The Wireless Network Properties dialog box opens. 
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Wireless Network Properties 



[?)&} 



Network name (SSID): RG 1000 "Iff 60a 

Wireless network key (WEP) 

This network requires a key for the following: 

0fiata encryption (WEP enabled) 
] Network Authentication (Shared mode] 

Network key: 

Key lormat: 

Key Jength: 

Key index (advanced): 



ffGOa 



ASCII characters 







- 



40 bits (5 characters] 



] The key is provided for me automatically 



~] This is a computer-to-computer (ad hoc) network; wireless 
access points are not used 



OK 



Cancel 



9. Enter the name of the network. For an access point network, we 
recommend entering the name of the access point device followed 
by the SSI D name found on the back of the access point. Example: 
RG1000 lff60a. 

10. Click the Data encryption (WEP enabled) check box. 

11. Click to clear the The key is provided for me automatically check box. 

12. Enter the network key. This key must be the last five digits of the 
network name. Example: ff 60a. 

13. Select ASCII characters from the Key format list. 

14. Select 40 bits (5 characters) from the Key length list. 

15. Select from the Key index (advanced) list. 



http://support.gateway.eom/s/Mobile/Solo_Series/P1200/8508349/8508349.htm (4 of 13)7/28/2004 8:14:12 AM 



Windows XP Wireless User Guide Supplement 

16. Make sure that the Network Authentication (Shared mode) check box 
is not selected. 

17. Make sure that the This is a computer-to-computer (ad hoc) network 
check box is not selected. 

18. Click OK to close the Wireless Network Properties dialog box. 

19. Click the General tab. 



-L- Wireless Network Connection 2 Properties 



General Wireless Networks Authentication Advanced 






Connect using: 



1 jl R iN CO Wireless LAN PC Card (3. 3 volt) 



Configure. 



This connection uses (he lolowhg lems: 

1^1 iBJ Client for Microsoft Neiwoifcs 

* JTi Fil * * n d Pfinta Shaiirig foi Microsoft Networks 

^ rjQoS Packet SchedUei 



Internet ProtocoJ I TCP/lPl 



\nM\\ 



Piopertios 



Description 

Transmission Control Protocol/lntem?! Fiolocol. The defaull 
wide area network protocol !hat provides communication 
across diverse interconnected netamks. 

3 Show icon in notification aiea when connected 



OK 



Cancel 



20. Select Internet Protocol (TCP/IP), then click Properties. The Internet 
Protocol (TCP/IP) Properties dialog box opens. 

21. Click the General tab. 
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Internet Protocol (TCP/IP) Properties 



a® 



General Alternate Configuration 



You can get IP settings assigned automatically if your network supports 
this capability. Otherwise, you need to ask your network administrator for 
the appropriate IP settings. 



© Obtain DNS server address aitomaticaly 
Use the following DNS saver addresses: 

Preferred DNS server: 
Alternate DNS server: 



©iObtain an IP address 


automatical^ 


O Use the following IP 
IP address: 
Subnet mask: 
Default gateway: 


address: 


- 








. 





Advanced.. 



C 



OK 



Cancel 



22. If you are using a DHCP server, click Obtain an IP address 
automatically. 



OR 



If you are not using a DHCP server, click Use the following IP address 
and enter the IP Address and Subnet Mask. 



Important If you are required to enter an I P Address and Subnet 
r7p\ Mask, ask your network system administrator for the 
M_l correct values. 
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23. Click OK to close the Internet Protocol (TCP/IP) Properties dialog 
box. 

24. Click OK to close the Wireless Network Connection Properties dialog 
box. 

Peer-to-peer (ad hoc) 

Use a peer-to peer (ad hoc) network if you are setting up or joining a 
temporary or permanent computer-to-computer network for sharing files 
and peripheral devices. This type of network does not include an access 
point into a wired network. 







^^#$J? 




j>^sSfc To create a peer-to-peer wireless Ethernet network: 
1. Click Start , then select Control Panel. 



2. Click Network and Internet Connections. The Network and Internet 
Connections window opens. 
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3. Click Network Connections. The Network Connections window opens. 

4. Right-click Wireless Network Connection. 

5. Select View Available Wireless Networks. The Connect to Wireless 
Network dialog box opens. 



Connect to Wireless Network 



The following network(s) are available. To access a network, select it 
from the list and then click Connect 

Available networks : 



I Wove LAN Network 



lefcwork re a e use of o network key (WE ■ access thi« 

network, type In e key, end (hen i 



Netv/oi 



If you are having difficulty connecting to a network dick Advanced. 



Advanced. 



Conned 



Cancel 



6. Select Advanced. The Wireless Network Connection Properties dialog 
box opens. 

7. Click the Wireless Networks tab. 
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Wireless Network Connection 3 Properties 



General Wireless Networks Authentication 



r?'x 



Use Wjndows (o configure my wireless network settings 

Available networks: 
Tc connect 1o an available network, click Conligu re. 



i ctvtnel 

I WaveLAN Network 



urp 



Refresh 



Preferred networks: 

Automatically conned to available networks in the order listed 
below: 






& JIMSDESK 




Move up 






6* 












Move down 






















Add... 




Remove 




Properties 
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fcpjljiq_l_rtip_j 



.Advanced 



OK 



Cancel 



8. Click Add. The Wireless Network Properties dialog box opens. 
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Wireless Network Properties 



^W 



Network name (SSID): Adhoc 

Wireless network key (WEP) 
This network requires a key for the following: 

Dfiata encryption (WEP enabled) 
] Network Authentication (Shared mode] 

Network Jsey: 

Key lormat: 

Key Jength: 

Key inde_ (advanced): 



ASCII characters 

1 04 bits (1 3 characters) v 







P'l The key is provided for me automatically 



/];This is a computer-to-computer (ad hoc) network; wireless: 
i^ c J^s.ppjnts ajrejnojt.u^ ..J 



OK 



Cancel 



9. Enter the name of the network. For a peer- to- peer network, this can 
be any network name not already in use. Example: Adhoc. 

10. Click the This is a computer-to-computer (ad hoc) network check box. 

11. If an encryption key has been agreed to by the other members of 
your network, enter this value. 

12. Click OK to close the Wireless Network Properties dialog box. 

13. Click the General tab. 
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X Wireless Network Connection 2 Properties 



General Wireless Networks Authentication Advanced 



Connect using: 



R iN CO Wireless LAN PC Caid [3. 3 volt) 



Configure. 



This connection uses the folownj items: 



M IHJ Client for Microsoft Networks 

* J^J File * n d Pfi^* 1 Sharing lor Maletolt Networks 

M j§QoS Packet Sohe<Mei 



*■ 



Internet Protocol! TCPyiPl 



ln:>dll 



Properties 



Description 

Transmission Con'rol ProtocoMnternel Protocol. The default 
wide area network protocol lhat provides communication 
across diverse interconnected networks. 



Show icon in notification area when connected 



OK 



Cancel 



14. Select Internet Protocol (TCP/IP), then click Properties. The Internet 
Protocol (TCP/IP) Properties dialog box opens. 

15. Click the General tab. 
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Internet Protocol (TCP/IP) Properties 



a® 



General Alternate Configuration 



You can get IP settings assigned automatically if your network supports 
this capability. Otherwise, you need to ask your network administrator for 
the appropriate IP settings. 



(+) [Obtain an IP address automatical^ 
O Use the following IP address: 


IP address: 




Subnet mask: 




Default gateway: 





© Obtain DNS server address automatical^ 
Use the following DNS server addresses: 

Preferred DNS server: 
Alternate DNS server: 



Advanced.. 



OK 



Cancel 



16. Click Use the following IP address. 

17. Enter an IP Address and Subnet Mask for each wireless computer on 
your ad hoc network. The IP Address for computer 1 should end 
with a 1 and the IP Address for computer 2 should end with a 2. 
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Example IF address 
and subnet mask for 
wireless computer ! 



\M$ttiv\ Pi pIds dL | TlP/P) Pic-jfti lin 



■jf*<il 



O Cp**#i * «frw **-*■>■* 






i* igj im ^ 


I I 



pDHSMrwr 



«H**»Wa[ 



] 






I ***** > 



I !>■ | [ C*** J 



Example- IP address 
and subnet mask lor 
wireless computer 2 



18. Click OK to close the I nternet Protocol (TCP/I P) Properties dialog 
box. 

19. Click OK to close the Wireless Network Connection Properties dialog 
box. 
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